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§63.3092

(4) You may choose to consider the
electrodeposition primer, primer-sur-
facer, topcoat, final repair, glass bond-
ing primer, and glass bonding adhesive
operations from each of your paint
lines as a separate grouping under ei-
ther paragraph (a) or paragraph (b) of
this section. The electrodeposition
primer system associated with each
paint line you choose to consider in a
grouping under paragraph (b) of this
section must meet the operating limits
of §63.3092(a) or (b). For example, if
your facility has two paint lines, you
may choose to use the grouping under
paragraph (a) of this section for one
paint line and the grouping under para-
graph (b) of this section for the other
paint line.

§63.3092 How must I control emissions
from my electrodeposition primer
system if I want to comply with the
combined primer-surfacer, topcoat,
final repair, glass bonding primer,
and glass bonding adhesive emis-
sion limit?

If your electrodeposition primer sys-
tem meets the requirements of either
paragraph (a) or (b) of this section, you
may choose to comply with the emis-
sion limits of §63.3090(b) or §63.3091(b)
instead of the emission limits of
§63.3090(a) or §63.3091(a).

(a) Each individual material added to
the electrodeposition primer system
contains no more than:

(1) 1.0 percent by weight of any or-
ganic HAP; and

(2) 0.10 percent by weight of any or-
ganic HAP which is an Occupational
Safety and Health Administration
(OSHA)-defined carcinogen as specified
in 29 CFR 1910.1200(d)(4).

(b) Emissions from all bake ovens
used to cure electrodeposition primers
must be captured and ducted to a con-
trol device having a destruction or re-
moval efficiency of at least 95 percent.

§63.3093 What operating limits must I
meet?

(a) You are not required to meet any
operating limits for any coating oper-
ation(s) without add-on controls.

(b) Except as provided in paragraph
(d) of this section, for any controlled
coating operation(s), you must meet
the operating limits specified in Table
1 to this subpart. These operating lim-
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its apply to the emission capture and
add-on control systems on the coating
operation(s) for which you use this op-
tion, and you must establish the oper-
ating limits during the performance
test according to the requirements in
§63.3167. You must meet the operating
limits at all times after you establish
them.

(c) If you choose to meet the emis-
sion limitations of §63.3092(b) and the
emission limits of §63.3090(b) or
§63.3091(b), then except as provided in
paragraph (d) of this section, you must
operate the capture system and add-on
control device used to capture and con-
trol emissions from your
electrodeposition primer bake oven(s)
so that they meet the operating limits
specified in Table 1 to this subpart.

(d) If you use an add-on control de-
vice other than those listed in Table 1
to this subpart, or wish to monitor an
alternative parameter and comply with
a different operating limit, you must
apply to the Administrator for ap-
proval of alternative monitoring under
§63.8(1).

§63.3094 What work practice stand-
ards must I meet?

(a) [Reserved]

(b) You must develop and implement
a work practice plan to minimize or-
ganic HAP emissions from the storage,
mixing, and conveying of coatings,
thinners, and cleaning materials used
in, and waste materials generated by,
all coating operations for which emis-
sion limits are established under
§63.3090(a) through (d) or §63.3091(a)
through (d). The plan must specify
practices and procedures to ensure
that, at a minimum, the elements spec-
ified in paragraphs (b)(1) through (5) of
this section are implemented.

(1) All organic-HAP-containing coat-
ings, thinners, cleaning materials, and
waste materials must be stored in
closed containers.

(2) The risk of spills of organic-HAP-
containing coatings, thinners, cleaning
materials, and waste materials must be
minimized.

(3) Organic-HAP-containing coatings,
thinners, cleaning materials, and waste
materials must be conveyed from one
location to another in closed con-
tainers or pipes.
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